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Intended use:
Zirkonzahn COLOUR LIQUID is meant for coloring pre-sintered zirconia structures. 
Zirkonzahn COLOUR LIQUID has been developed for use with the ICE and PRETTAU® 
zirconia groups. Observe the relative instructions of use when using these products.

Colour Liquid For colouring Characte-
ristics 

Drying time* 
at 70 °C

Colour Liquid ICE Acid-based 40– 60 min.

Colour Liquid Prettau® Prettau® Acid-based 20 – 30 min.

Colour Liquid Waterbased ICE Water-based 40– 60 min.

Colour Liquid Prettau®

Aquarell
Prettau® Water-based 20– 30 min.

Colour Liquid Prettau® 2 
Aquarell

Prettau® 2 Water-based 20– 30 min.

Colour Liquid
Prettau® 4 Anterior®

Aquarell
Prettau® 4 Anterior® Water-based 20– 30 min.

* The drying time depends on the size of structure. Extend drying time in case of very large 
and dense structures. A longer drying time does not affect the shade result.

Color the different zirconia types only with the respective COLOUR LIQUID indicated 
in the table above.

General information:
The information provided in this instruction manual must be passed on to any person using 
these products. The products must only be used by qualifi ed personnel. The user is obliged 
to use the products in accordance with the present instruction manual and to verify on his/
her own responsibility whether the products are suitable for the individual patient situation. 
The user is fully responsible for the appropriate and correct use of the products. Zirkonzahn 
assumes no liability for incorrect results in form of direct or indirect damages or any other 
damages that occur from the use and/or the processing of the products. Any claim for da-
mages (including punitive damages), is limited to the commercial value of the Zirkonzahn 
products. Independently of this, the user is obliged to report all serious incidents that occur 
in connection with the products to the competent authority and to Zirkonzahn. 

Contraindications:
Should intolerance to the product be suspected, use it only after an allergy screening test 
has been performed with issue of medical statement of non-allergic conditions.
The product is not intended for use with materials other than pre-sintered zirconia oxide 
and may not be used for the production of implant prosthetics products.

Work steps:
Dipping technique:
1) Air-blow the zirconia structure.
2) Do not moisten structure before coloring.
3) Pour the COLOUR LIQUID from its transport container into a clean and dry glass 

container for dipping.
4) CAUTION: Shake well before use!

In case of storage at too high temperatures, vapors can form inside the bottle and cause 
pressure. In this case, the bottle needs to be opened with care under the extractor hood. 
The liquid can then be used.

5) If you intend to individually characterize the structure with Colour Liquid intensive 
colors, this must be performed before dipping the structure.

6) Dip the structure for 5 sec.* into the coloring liquids using metal free tweezers.
7) Air-blow.
8) Let the structure dry under an infrared lamp (drying times: see table above)
9) After coloring, pour the liquid back into the transport container and close it fi rmly.

*5 seconds dipping time is valid for all Colour Liquids of this IFU that are intended to be 
used with the dipping technique, except of the Zirkonzahn Colour Liquids for Prettau® 2 
zirconia. The recommended dipping time for these Colour Liquids is 15 seconds

Brushing technique:
1) Air-blow the zirconia structure.
2) Do not moisten structure before brushing.
3) CAUTION: Shake well before use!

In case of storage at too high temperatures, vapors can form inside the bottle and cause 
pressure. In this case, the bottle needs to be opened with care under the extractor hood. 
The liquid can then be used.

4) Use a metal-free brush for colouring. Zirkonzahn Colour Liquids are applied with the 
3-2-1 technique**. Apply three brush strokes on the cervical tooth area, two strokes on 
the tooth body and one stroke on the incisal tooth area.

5) Individual characterization with Colour Liquid Prettau® 3 Aquarell intensive colors 
can be carried out.

6) Let the structure dry under an infrared lamp (drying times: see Table 1)
7) After brushing, close the liquid container fi rmly.

**The 3-2-1 technique is valid for all Zirkonzahn Colour Liquids of this IFU that are 
intended to be brushed, with exception of the Zirkonzahn Colour Liquids for Prettau® 2 
zirconia. These Colour Liquids are to be applied using the 10-8-6 technique.

Sintering Parameters:
Follow the sintering parameters indicated in the instructions for use of the respective 
Zirkonzahn zirconia product.

Dilution:
The color effect of COLOUR LIQUID can be adjusted individually. By adding the respec-
tive Thinner, the shade can be brightened up.

Colour Liquid product Use with

Colour Liquid Colour Liquid Thinner

Colour Liquid Prettau® Colour Liquid Thinner

Colour Liquid Waterbased Colour Liquid Waterbased Thinner

Colour Liquid Prettau® Aquarell Colour Liquid Waterbased Thinner

Colour Liquid Prettau® 2 Aquarell Colour Liquid Waterbased Thinner

Colour Liquid Prettau® 4 Anterior® Aquarell Colour Liquid Waterbased Thinner

Table 2

1) Add Thinner to COLOUR LIQUID (e.g. Ration 1:1 = 2 degrees brighter).
2) Shake or stir the liquids.
3) Further coloring as described above.

Stabilizer:
After prolonged use, it is possible that the stabilizer liquid contained in the COLOUR 
LIQUID evaporates and the zirconia becomes blemished. In this case, 5% of the respective 
stabilizer should be added again to the COLOUR LIQUID.

Colour Liquid product Use with

Colour Liquid Colour Liquid Stabilizer

Colour Liquid Prettau® Colour Liquid Stabilizer

Colour Liquid Waterbased Colour Liquid Waterbased Stabilizer

Colour Liquid Prettau® Aquarell Colour Liquid Waterbased Stabilizer

Colour Liquid Prettau® 2 Aquarell Colour Liquid Waterbased Stabilizer

Colour Liquid Prettau® 4 Anterior®

Aquarell
Colour Liquid Waterbased Stabilizer

Adding colour pigments: 
Over time, the color pigments added to the product for better visualizing the application 
of the liquid on the zirconia may evaporate (e.g. if stored in too much light). These color 
pigments can be added again with COLOUR LIQUID AQUARELL BIO-PIGMENT (1 
cm of liquid in the bottle corresponds to 1-2 drops of COLOUR LIQUID AQUARELL 
BIO-PIGMENT). Shake the COLOUR LIQUID AQUARELL BIO-PIGMENT well before 
use. After adding the color pigments, shake the Colour Liquid Aquarell botte well. 

Aquarell-shade Bio-pigment

A1-D4, 0M1, 0M2, 0M3 A1 – D4

Cervical A-D Orange

Incisal Blue Blue

Incisal Grey Grey

Incisal Violet Violet

Orange 1 Orange

Brown 2 Brown

Tissue A-C Tissue

Safety instructions:
1) Wear gloves.
2) Use protective goggles with side protection.
3) Ensure adequate ventilation during use and drying.

Observe the product’s specifi c safety data sheet.

Storage and stability:
Do not store above 25 °C / 77 °F; short-term exceeding of the temperature up to 45 °C 
/ 113 °F is allowed (e.g. during transport). Preferably store the liquids at temperatures 
below 18 °C/64 °F. If stored too cold, the liquid may freeze and must be defrosted at room 
temperature before use. Do not use after expiration date.

Zirkonzahn COLOUR LIQUID must be stored in a cool and dark environment.
It may be possible that not all products included in this instruction manual are available 
in all countries.

Caution: US Federal law restricts these products to sale by or on the order of a licensed 
practitioner in the dental sector.

Legende / Legenda / Legend / Légende / Leyenda

Symbolbeschreibung auf den Etiketten
Simboli utilizzati sull’etichetta
Explanation of symbols used
Explication des symboles
Explicaciones de los símbolos

Artikelnummer
Numero di catalogo
Catalogue number
Numéro de référence
Número de catálogo

Gebrauchsanweisung beachten
Consultare le istruzioni per l’uso
Consult instructions for use
Consulter le mode d’emploi
Consulte las instrucciones de uso

Chargencode
Codice lotto
Batch code
Numéro de lot
Código de lote

Herstellungsdatum
Data di fabbricazione
Date of production
Date de fabrication
Fecha de producción

Hersteller
Fabbricante
Manufacturer
Fabricant
Fabricante

Verwendbar bis 
Utilizzare entro
Use-by date
À utiliser avant le
Fecha de caducidad

Oberer Temperaturgrenzwert 
Limite di temperatura massima
Upper limit of temperature
Limite haute de température
Límite superior de la temperatura

Von Sonnenlicht fernhalten 
Conservare al riparo della luce solare
Keep away from sunlight
Tenir à l’écart de la lumière du soleil
Manténgase alejado de la luz solar

Verschreibungspfl ichtig
Soggetto a prescrizione medica
To be sold by or on the order of a licensed dentist
Délivré(e) sur ordonnance
Venta a prescripción médica

Information:
Manufacturer: Zirkonzahn srl – Via An der Ahr 7 – 39030 Gais – Italy – www.zirkonzahn.com
Supplier: Zirkonzahn srl – Via An der Ahr 7 – 39030 Gais – Italy – www.zirkonzahn.com
Emergency Phone: +39 0474 066 660 (Mon. – Fri. 8 am – 6 pm)

N.B.: All medical devices and all products with open packaging are non-returnable.


